
Folding
Tents

Pop-up tents that take 60 seconds to
set up and require no additional tools
or trained staff due to their integrated

easy set-up mechanism.
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We have made sure your folding tent is as
easy to set up as it was on day one, even
after years of use.
For the longevity and durability of
your tent we offer a five-year
manufacturer’s warranty on
materials and construction
defects. And there‘s more: 
the supply of spare
parts is guaranteed for
ten years.

All tents are interconnectable

Flame retardant fabrics

Quick and easy assembly and disassembly

Fast deployment structure, versatile, reliable and robust



LANCO® - Dr. Lange GmbH & Co. KG
Sure Wisch 6
30625 Hannover
Telefon:	 +49 (0) 511 367 155-0
Telefax:	 +49 (0) 511 367 155-140
E-Mail:	  info@lanco-tents.com
Internet: www.lanco-tents.com

Colors

BEIGE DARK GREENORANGE REDYELLOW BLACKBLUE DARK BLUE GREENWHITE LIGHT GREY

Setup as easy as 1-2-3

FZ Pro 33 FZ Pro 43 FZ Pro 63 FZ Pro 44 FZ Pro 64 FZ Pro 84

Base area 9.00 m2 13.50 m2 18.00 m2 16.00 m2 24.00 m2 32.00 m2

Width 3.00 m 4.50 m 6.00 m 4.00 m 6.00 m 8.00 m

Length 3.00 m 3.00 m 3.00 m 4.00 m 4.00 m 4.00 m

Ridge height 3.17 - 3.57 m 3.17 - 3.57 m 3.17 - 3.57 m 3.65 - 4.05 m 3.65 - 4.05 m 3.65 - 4.05 m

Eaves height 2.20 - 2.60 m 2.20 - 2.60m 2.20 - 2.60 m 2.20 - 2.60 m 2.20 - 2,60 m 2.20 - 2.60 m

Headroom 1.90 - 2.30 m 1.90 - 2.30 m 1.90 - 2.30 m 1.90 - 2.30 m 1.90 - 2.30 m 1.90 - 2.30 m

Packing size 163 x 45 x 
45 cm

163 x 60 x 
45 cm

163 x 75 x 
45 cm

205 x 45 x 
45 cm

205 x 60 x 
45 cm

205 x 75 x 
45 cm

Weight 34 kg 44 kg 59 kg 42 kg 59 kg 76 kg

Technical data

Tent skin
The tent skin is made of one-sided PU-coated polyester
fabric 550dtex (240 g/m2), flame retardant and 
waterproof.

Frame
The tent frame is made entirely of anodized aluminum
rectangular tubes with aluminum connectors. To
protect the tent roof from friction wear, plastic caps
are attached to all parts and screws in contact with
the fabric.

Flame resistant and waterproof tent 
skin.

Light, corrosion resistant aluminum 
tent joints for increased stability.

Partition walls can be positioned for
efficient space use.

No bruised fingers with our foolproof
fixings.

45 mm aluminum profiles for a 
sturdy overall structure.

More than just a pretty tent

Partition walls
Sidewalls
Rain gutters
Sealing flaps between tents
Connection clamps for tents
Optional additional legs

Options and accessories

Ballast weights
Modular flooring 
Heating
Lighting
Lettering/branding


